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Preface 



This publication provides customer executives, installation 
managers, and planners of installations using the IBM 3270 
Information Display System with information on a new 
model of the IBM 3278 Display Station . The new display- 
station model has a wideline-display capability of 27 lines 
of 132 characters on each line. A new specify feature is re- 
quired on the IBM 3287 Printer and the IBM 3289 Line 
Printer for compatibility with the wideline display when the 
printers are used for local-copy operation. 

This publication contains five chapters. 

Chapter 1 is an introduction to the new model of the 3278 
Display Station and the associated features on the 3287 and 
3289 Printers to support the capability of displaying up to 
132 characters per line and to support printing of a new, 
larger buffer capacity (3564 characters). 

Chapter 2 describes the 3278 Display Station Model 5 and 
the features on the 3287 and 3289 Printers to support the 
wideline display. 



Chapter 3 describes possible applications for the new wide- 
line capability. 

Chapter 4 describes the programming support available for 
the wideline capability of the 3278 Display Station Model 
5, of the 3287 Printer Models 1 and 2, and of the 3289 Line 
Printer Models 1 and 2. 

Chapter 5 describes the configurations that support the 
wideline capability of the display and printers. 

This publication will become obsolete approximately 90 
days after the date of this edition. The information in this 
publication will be included in subsequent updates to the 
following publications: 

• An Introduction to the IBM 3270 Information Display 
System, GA27-2739 

• IBM 3270 Information Display System Configurator, 
GA27-2849 
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Chapter 1. Introduction 



The current family of IBM 3270 Information Display System products provides various 
models of display stations capable of displaying five different screen formats: 

• 12 lines of 40 characters each (480-character capacity) 

• 12 lines of 80 characters each (960-character capacity) 

• 24 lines of 80 characters each (1920-character capacity) 

• 32 lines of 80 characters each (2560-character capacity) 

• 43 lines of 80 characters each (3440-character capacity) 

The new IBM 3278 Display Station Model 5 extends the capabilities of the displays to 
provide a total screen capacity of 3564 characters with 27 lines of 132 characters each. 
A new feature is required on the IBM 3287 Printer and on the IBM 3289 line Printer to 
provide compatibility with the increased display-screen capacity of 3564 characters. 

The new IBM 3278 Display Station Model 5 can be attached to the IBM 3274 Control 
Unit Model 1A, 1C, or ID, which can support up to 32 attached devices. All the attached 

devices may be the new model 3278 Display Station Model 5, or a combination of the 
new model display station with any mix of displays and printers that currently can be 
attached to the control unit. The new model display can facilitate both the display of 
data and the input of data for any application requiring a line length capability of up to 
132 characters. This same model of the display can be used to display data in the same 
format as the current models of the 3278 Display Station that use a maximum line length 
of 80 characters. The selection of line length is dependent on the host application pro- 
gram, and the display can be switched between the 132-character format and the 80- 
character format. However, the display screen cannot be used in both formats at the 
same time. 

The new features on the IBM 3287 Printer and on the 3289 line Printer, when used in 
conjunction with IBM 3278 Display Station Model 5, can provide hard-copy printouts 
of the 3564-character screen size in the same format as the display. 
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Chapter 2. Description and Functional Capability 



This chapter describes the function of the new 3278 Display Station Model 5 and the 
new features on the 3287 Printer and on the 3289 Line Printer to support the wideline 
capability of these devices. 



3278 Display Station Model 5 



The 3278 Display Station Model 5, shown in Figure 2-1, has the same physical charac- 
teristics as the other four models of the 3278 Display Station. The Model' 5 uses the 
same-size display screen to display either 27 lines of 132 characters per line (a total 
screen capacity of 3564 characters) or 24 lines of 80 characters per line (a total screen 
capacity of 1920 characters). The display has the same two operational modes as the 
other four models of the display. The modes determine the format of the display and 
are host-program-controlled by use of the Erase/Write and Erase/Write Alternate com- 
mands. 

The display mode is set to the character capacity of 24 lines of 80 characters (1920 total 
characters) during the power-on sequence of the control unit. The alternate mode pro- 
vides the new wideline-display format of 27 lines of 132 characters (3564 total charac- 
ters). 




Figure 2-1. IBM 3278 Display Station Model 5 (Design Model) 
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The character matrix used is the same in both modes and is comparable to the character 
matrix of the 3278 Model 4. The two display formats of the Model 5 cover approximate- 
ly the same viewing area, which is almost the same as that of the 3278 Model 2. Thus, 
it can be observed that, even though the character matrix is the same in both modes, 
the actual character size and spacing are smaller in alternate mode in order to provide 
132 characters in the same approximate line space as 80 characters in the power-on 
mode. 

Except for the 132-character line and the 3564-character capacity of the display, the 
3278 Model 5 is functionally equivalent to any other model of the 3278 Display Station. 
All the features currently available on the Models 1, 2, 3, and 4 are supported on the 
Model 5. 

Configuration flexibility is provided through two configuration support options of the 
system and feature diskettes for the 3274 Control Unit. The two options are identified 
as Configuration Support A and Configuration Support B. The user must select the 
microcode option that supports the configurations, features, and functions required to 
meet the user requirements. The 3278 Display Station Model 5 requires the use of 
Configuration Support B. 



3287 Printer Models 1 and 2 



The 3287 Printer, shown in Figure 2-2, is a desk-top serial matrix printer and is capable 
of providing hard-copy output of the 132-character-per-line display of the 3278 Display 
Station Model 5. The model numbers of the printer relate to print speeds: 

• Model 1 — Up to 80 characters per second 

• Model 2 — Up to 120 characters per second 




Figure 2-2. IBM 3287 Printer Model 1 (Design Model) 
4 



The 3287 Printer requires the 3564 Character Print Operation feature, 9525, for com- 
patibility with the 3278 Display Station Model 5. This feature provides a printer buffer 
size of 3564 bytes for host programs that use the Erase /Write Alternate command. In- 
stallation of the Extended Print Buffer feature, 3880, is a prerequisite. Copy operations 
from a larger-screen-size display to a smaller printer buffer are not allowed. 

All the features currently available for the 3287 Printer are supported when the 3564 
Character Print Operation feature is installed. 



3289 Line Printer Models 1 and 2 



The 3289 Line Printer, shown in Figure 2-3, is a floor-standing line printer and is cap- 
able of providing hard-copy output of the 3278 Display Station Model 5. The model 
numbers relate to print speeds: 

• Model 1 — Up to 155 lines per minute 

• Model 2 — Up to 400 lines per minute 

The 3289 Line Printer requires the 3564 Character Print Operation feature, 9525, for 
compatibility with the 3278 Display Station Model 5. This feature provides a printer 
buffer size of 3564 bytes for host programs that use the Erase/Write Alternate command. 
Copy operations from a larger-screen-size display to a smaller printer buffer are not 
allowed. 

All the features currently available for the 3289 Line Printer are supported when the 
3564 Character Print Operation feature is installed. 





Figure 2-3. IBM 3289 Line Printer Model 1 (Design Model) 
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Chapter 3. Applications 



This chapter describes applications where the new 132-character wideline capability can 
enhance both the input of data and the display of data. 

Previous 3270 Information Display System displays have been limited to line lengths of 
80 characters or less. When line lengths have exceeded the 80-character length, the appli- 
cation program has had to provide an alternate display format to display the balance of 
the line. These alternate formats have included truncating the line, wrapping the display 
into two or more lines, and providing an operator function to shift the display. All these 
techniques inhibit the best presentation of the data and can inhibit the rate of data input. 

With the 132-character-per-line capability of the Model 5, the user has more flexibility 
in the use of displays. For example, program listings are commonly formatted in line 
lengths of greater than 80 characters per line. On the wideline display, record lengths of 
up to 132 characters can be displayed with an appropriate correspondence to printed 
output. Hard copy of the display can be obtained from a 3287 or 3289 Printer by use 
of the local-copy option. Thus, this display capability can facilitate program development 
and maintenance. Other uses of the wideline capability include the display and printout 
of any form of a report with record lengths of up to 132 characters. 

Enhanced operation may be possible with the wideline capability for application programs 
that use split screens. Also, a program can switch the display between the 80-character 
line length and the 132-character line length. However, a single image cannot be dis- 
played in both modes simultaneously. 
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Chapter 4. Programming Support 



This chapter describes the IBM programming support available for the wideline capability 
of the display and printers. 



IBM Access Methods and Subsystem Support 



The 132-character wideline capability of the 3278 Model 5, of the 3287 Models 1 and 2, 
and of the 3289 Models 1 and 2 will be supported by the following programs: 





DOS/VS 


DOS/VSE 


os/vsi 


OS/VS2 (MVS) 


BTAM 


X 


NA 


X 


X 


BTAM-ES 


NA 


X 


NA 


NA 


ACF/TCAM 


NA 


NA 


X 


X 


ACF/VTAM 


NA 


X 


* 


X 


ACF/VTAME 


NA 


X 


NA 


NA 


IMS 


NA 


NA 


X 


X 


TSO/TCAM** 


NA 


NA 


NA 


X 


TSO/VTAM** 


NA 


NA 


NA 


X 


CICS/VS 


X 


X 


X 


X 



X- Support available with the latest current level of program release available at the time 

of availability of the 3278 Model 5. 
NA-Not applicable. 

*See your IBM Sales Representative for the availability date of the applicable level of program 
release. 
**3287 and 3289 Printers not supported. 

In addition, the following programs will be modified to support the 3278 Model 5: 

• VM/Basic System Extensions Program Product 

• VM/System Extensions Program Product 

See your IBM Sales Representative for the availability dates of the applicable level 
of program releases. 



IBM Program Product Support 



The following IBM program products will be extended to support the wideline 
capability of the IBM 3278 Model 5, the 3287 Printer, and the 3289 Line Printer 



Program 


Device Supported 




Product 


3278-5 


3287 


328 


ATMS-11 


X 


* 


* 


VS APL CICS 


X 


X 


X 


VS APL TSO 


X 


NA 


NA 


SDF/CICS 


X 


X 


X 


SPF/TSO 


X 


NA 


NA 


SPF/CMS 


X 


NA 


NA 



X- Supported. 

NA-Not applicable. 

*Printer output buffer size restricted to 1920 characters. 

See your IBM Sales Representative for the availability dates and applicable system 
environments of these programs. 
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Chapter 5. Configurations 



This chapter supplements the information in the IBM 3270 Information Display System 
Configurator, GA27-2849, by providing configuration information for the new wideline- 
display capability of the 3278 Display Station Model 5, of the 3287 Printer Models 1 
and 2, and of the 3289 Line Printer Models 1 and 2 with their associated feature. 



Locally Attached Configurations 



Configuration information for the new wideline display and for the printers on a locally 
attached 3274 Control Unit Model 1A or ID is shown in Figure 5-1. 



Remotely Attached Configurations 



Configuration information for the new wideline display and for the printers on a re- 
motely attached 3274 Control Unit Model 1C is shown in Figure 5-2. 



Control Unit Control Storage Requirements 



The attachment of the IBM 3278 Display Station Model 5 to an IBM 3274 Control Unit 
Model 1 A, 1C, or ID requires that Configuration Support B be installed in the 3274 
Control Unit. The installation of Configuration Support B requires the following num- 
ber- of additional bytes of control storage in the 3274 Control Unit base: 



3274 Control Unit 


Additional 
Control Storage 
Required (bytes) 


TypeC 


TypeD 


Model 1 A (Base) 
Model IC/SNA EBCDIC (Base) 
Model IC/SNA ASCII (Base) 
Model IC/BSC EBCDIC (Base) 
ModellC/BSC ASCII (Base) 
Model ID (Base) 


3872 
5072 
5072 
3872 
3872 
3872 


884 

1396 

1396 

884 

884 

884 



Refer to IBM 3270 Information Display System Configurator, GA27-2849, for calcu- 
lating the total control storage requirement of the 3274 Control Unit to support all 
desired functions. 
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Legend: 

• = Special feature. 

• • = Specify feature. 

WT = World Trade A/FE or E/ME/A countries. 

BfU = Mutually exclusive. 

Bj9= Category B terminals that can be attached in addition 
to the 3287s are 3277s. 3284s, 3286s, and 3288s. Not 
all features are supported. Consult your local IBM 

__ Marketing Representative for further information. 

Ej = 3271/3272 Attachment Feature only. 

B= 3274/3276 Attachment Feature only. 
= Accessory — purchase only. 
VS- All cable lengths connected to base 3274 or Type A 

Terminal Adapters can be 1 500 metres (4,920 ft) 
^^ maximum. 

[|^= All cable lengths connected to Type B Terminal 
^^ Adapters can be 610 metres (2,000 ft) maximum. 
^= Eight ports are provided on each 3274 for Category A 

terminal (3278, 3287, and 3289) attachment. 

5U= Only for 3287 Model 1 when used in an environment 

_ above 32.2°C (90°F). 

u3= ASCII is available only in U.S. 

QQ= Types C1, C3, and D1 each provide increments of 16K bytes 

SW = 3278-5 requires Configuration Support B 



Note: 

Up to 32 Terminals 
can be attached, and 
no more than 16 of 
those terminals can be 
Category B Terminals 
(3277s, 3284s, 3286s, 
3288s, and 3287s) Q 
attached -to Type B 
adapter. 



3278 Display Station Model 1, 2, 3, 4, or 5 




• Audible Alarm 

• Keyboard Numeric Lock 

• Security Keylock 

• Magnetic Reader Control 

• Switch Control Unit 

•• Keyboard Character Set - EBCDIC, 

ASCII bB3 
•• Power -WT 

• • Machine Nomenclature — WT 
•• Character Set Language — WT 

• • Keyboard Language — WT 

• Extended Character Set 
Adapter 

• APL/Text 


|3 Magnetic Slot 
Reader (cable 
included) 


• Keyboard (cable 
included) 


• Selector Light 
Pen (cable 
included) 


f^f Magnetic 

Hand Scanner 
(cable included) 




3289 Line Printer Model 1 or 2 


•• Character Set - EBCDIC, ASCII (B)ftfl 

•• 48-, 64-, 94-, 125-Character Set Print Belt 

•• Print Error Indication 

•• 960- , 1920-, 2560-, 3440, or 3564-Character Print 

• Audible Alarm 

• • Power - WT 

• • Machine Nomenclature — WT 
•• Print Belt Character Set - WT 

• Text Print 

• • 125-Character Text Print Belt 



3287 Printer Model 1 or 2 



8 

I 



• 3274/3276 Attachment 
, • 3271/3272 Attachment 
•• Character Set - EBCDIC, ASCII (B)fffl 



S 



Variable-Width Forms Tractor 

Extended Print Buffer 

480-, 1920-Character Print 

960-, 1920-, 2560-, 3440 ; or 3564-Character Print 

Friction Feed Paper Handling 

Page Length Control 

SCS Support 

Power - WT 

Machine Nomenclature — WT 

Character Set Language — WT 

X-Print Error Indication 

Forms Stand 

Blower 

Power Cord Lengths 

Plugs (Locking and Nonlocking) 

Variable-Width Forms Tractor - 

Paper Handling 

Extended Character Set Adapter 

APL/Text 



Figure 5-1. Configuring the 3278 Display Station Model 5, 3287 Printer Model 1 or 2, and 3289 Line Printer 
Model 1 or 2 on a Locally Attached 3274 Control Unit Model 1 A or ID 



AT & T Channel 
Service Unit 
(U.S. only) 



BSC or SDLC 
Line Control 



H 



Modem - or- 



h- 



AT & T Data 
Service Unit, 
or Equivalent 
(U.S. only) 



o 
o 



3274 Control Unit Model 1C 



Cable 



• Digital Data 
:Service Adapter at: 



EE2I 



•• 2400/4800/ 
9600 bps 



•> External Modem 
^ Interface at: 



2000/2400/ 
4800/7200/ 
9600 bps 



• Common Communications 
Q Adapter 



• High-Performance 

D Communications Adapter 



A 3278 with 
keyboard is 
needed on the 
3274's port AO 



|Q Encrypt/Decrypt 



Power - WT 



Machine 
Nomenclature — WT 



1 • Configuration 
Support A 



• Type A 
Terminal 
Adapter 
(3 max) 



O • Type B 
Terminal 
Adapter 
(4 max) 



• Control Storage 
Expansion 



a Extended Function 
Store Types C1 , 
C3, and D1 



Configuration 
Support B fl9 



Legend: 



• • = 
WT = 




<o~l 



a 



ED 
ED 



EH 



Special Feature. 

Specify Feature. 

World Trade A/FE or E/ME/A countries. 

Mutually exclusive. 

Category B terminals that can be attached in addition 

to the 3287s are 3277s, 3284s, 3286s, and 3288s. Not 

all features are supported. Consult your local IBM 

Marketing Representative for further information. 

3271/3272 Attachment Feature only. 

3274/3276 Attachment Feature only. 

Accessory — purchase only. 

All cable lengths connected to base 3274 or Type A 

Terminal Adapters can be 1 500 metres (4,920 ft) maximum. 

All cable lengths connected to Type B Terminal 

Adapters can be 610 metres (2,000 ft) maximum. 

Eight ports are provided on each 3274 for Category A 

terminal (3278, 3287, and 3289) attachment. 

Only for 3287 Model 1 when used in an environment 

above 32.2°C (90°F). 

ASCII is available only in U.S. 

Types CI, C3, and D1 each provide increments of 16K bytes. 

Available with SDLC line control only. 

Mutually exclusive. 

3278-5 requires Configuration Support B 



Note: 

Up to 32 Terminals 

can be attached, and 

no more than 16 of 

those Terminals can 

be Category B Terminals 

(3277s, 3284s, 3286s, 

3287s, and 3288s) Q 

attached to Type B ~ 

adapter. 



3278 Display Station Model 1, 2, 3, 4, or 5 



• Audible Alarm 

• Keyboard Numeric Lock 

• Security Keylock 

• Magnetic Reader Control 

• Switch Control Unit 

• • Character set - EBCDIC 

ASCII (BlQQ 

• • Power - WT 

• • Machine Nomenclature — WT 

• • Character Set Language - WT 

• • Keyboard Language — WT 

• Extended Character Set Adapter 

• APL/Text 



K3 Magnetic Slot 
Reader (cable 
included) 



• Keyboard 
(cable included) 



Selector Light Pen 
(cable included) 



^3 Magnetic Hand 
Scanner (cable 
included) 



- 3289 Line Printer Model 1 or 2 



• • Character Set- EBCDIC, ASCII (B) TO 

• • 48-, 64-, 94-, 1 25-Character Set Print Belt 

• • Print Error Indication 

• • 960-, 1920-, 2560-, 3440-, or 3564-Character Print 

• Audible Alarm 

• • Power — WT 

• • Machine Nomenclature — WT 

• • Print Belt Character Set - WT 

• Text Print 

e • 1 25-Character Text Print Belt 



3287 Line Printer Model 1 or 2 



B 



•3274/3276 Attachment 

• 3271/3272 Attachment 

• Character Set - EBCDIC, ASCII (B)[JjJ 

• Variable-Width Forms Tractor 

• Extended Print Buffer 

• 480- 1920-Character Print 





am* • 960- , 1920-, 2560-, 3440-, or 3564-Character Print 
*■• • Friction Feed Paper Handling 

• • Page Length Control 
83 • • SCS Support 

• • Power — WT 

• • Machine Nomenclature — WT 

• • Character Set Language — WT 

• • X-Print Error Indication 
Q • Forms Stand 

n • > Blower 



□ 

D 



• Power Cord Lengths 

• Plugs (Locking or Nonlocking) 

• Variable-Width Forms Tractor — 
Paper Handling 

• Extended Character Set Adapter 

• APL/Text 



Figure 5-2. Configuring the 3278 Display Station Model 5, 3287 Printer Model 1 or 2, and 3289 Line Printer 
Model 1 or 2 on a Remotely Attached 3274 Control Unit Model 1C (BSC or SDLC Application) 






« 75 

C <" 

t 2 

2 *> 



E -a 

■° E 

Si 

I! 

= I 

co -Js 
£ ° 
I ° 











n 


c 


o 


CI) 






a 




9? 


3 


3 








«J 




c: 


a 


ca 


CD 


u 




« 


3 


a> 




a 


c/> 


CO 








W 


a. 


CD 




+J 




o 




Z 





IBM 3270 READER'S 

Information Display System COMMENT 

Description and Configuration FORM 

Order No. GA23-0040-0 

This manual is part of a library that serves as a reference source for systems analysts, programmers, and 
operators of IBM systems. This form may be used to communicate your views about this publication. 
They will be sent to the author's department for whatever review and action, if any, is deemed appropriate. 
Comments may be written in your own language; use of English is not required. 

IBM may use or distribute any of the information you supply in any way it believes appropriate 
without incurring any obligation whatever. You may, of course, continue to use the information 
you supply. 

Note: Copies of IBM publications are not stocked at the location to which this form is addressed. 
Please direct any requests for copies of publications, or for assistance in using your IBM system, to 
your IBM representative or to the IBM branch office serving your locality. 

How did you use this publication? 

[ ] As an introduction [ ] As a text (student) 

[ ] As a reference manual [ ] As a text (instructor) 

[ ] For another purpose (explain) 



Is there anything you especially like or dislike about the organization, presentation, or writing in this manual? 
Helpful comments include general usefulness of the book; possible additions, deletions, and clarifications; 
specific errors and om missions. 



Page Number: Comment: 



What is your occupation? . 



Newsletter number of latest Technical Newsletter (if any) concerning this publication: 
If you wish a reply, give your name and address: 



IBM branch office serving you 



Thank you for your cooperation. No postage stamp necessary if mailed in the U.S.A. (Elsewhere, an IBM 
office or representative will be happy to forward your comments or you may mail directly to the address 
in the Edition Notice on the back of the title page.) 



GA23-0040-0 



Reader's Comment Form 



DO 



CO 

•vj 

o 



Fold and tape 



Please Do Not Staple 



Fold and tape 



NO POSTAGE 

NECESSARY 

IF MAILED 

IN THE 

UNITED STATES 



BUSINESS REPLY MAIL 



FIRST CLASS 



PERMIT NO. 40 



ARMONK, N.Y. 



POSTAGE WILL BE PAID BY ADDRESSEE: 

International Business Machines Corporation 
Department 63T 
Neighborhood Road 
Kingston, New York 12401 



Fold and tape 



Please Do Not Staple 



Fold and tape 



International Business Machines Corporation 

Data Processing Division 

1133 Westchester Avenue, White Plains, N.Y. 10604 

IBM World Trade Americas/Far East Corporation 

Town of Mount Pleasant, Route 9, North Tarrytown, N.Y., U.S.A. 10591 

IBM World Trade Europe/Middle East/ Africa Corporation 
360 Hamilton Avenue, White Plains, N.Y., U.S.A. 10601 



GA23-0040-0 



® 
International Business Machines Corporation 
Data Processing Division 
1133 Westchester Avenue, White Plains, N.Y. 10604 

IBM World Trade Americas/Far East Corporation 

Town of Mount Pleasant, Route 9, North Tarrytown, N.Y., U.S.A. 10591 

IBM World Trade Europe/Middle East/Africa Corporation 
360 Hamilton Avenue, White Plains, N.Y., U.S.A. 10601 



CD 
CO 

ro 
o 

5" 

-h 
O 

—I 

3 



GO 
< 



O 

Q. 

o 

o 



z 

o 

GO 
CO 

en 
o 

00 
CO 

o 

00 
CO 

o 

CD 



■^2 

d" 

CD 
Q. 

5' 
c 
bo 
> 



> 
ro 

CO 

6 
o 

J* 
O 

6 



